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CK- MB CALIBRATOR 1 x 2 mL
51608002

INTENDED USE: CK-MB Calibrator is intended for the calibration of manual
and automated analytical procedures.

CHARACTERISTICS
CK-MB Calibrator is a human lyophilized calibrator serum. To obtain consistent
vial-to-vial assay values, the calibrator requires proper storage and handling
as described.

PREPARATION
1.Reconstituted with 2 ml distilled water.
2.Mix thoroughly, avoiding foam forming.
3.Bring to room temperature for about 30 minutes before use.

STORAGE AND STABILITY
Unopened vial is stable until expiry date stated on the vial label at 2-8oC.
After reconstitution it is stable for:
At 15 to 25oC 24 hours
At 2 to 8oC 3 days
At -25 to -15oC 1 month

EXPECTED VALUES
The expected values mentioned in the value sheet are specific for this lot
of product. Determinations were performed under strictly standardized
conditions on automated analyzers using Agappe reagents.

PRECAUTIONS AND WARNING
1.For in vitro diagnostic use only
2.Do not pipette by Mouth
3.If the control comes in contact with eye or skin, wash off immediately with
large amount of water, and seek medical attention immediately.
4.Do not use containers and other materials in the package for any purpose
other than those described herein.
5.When discarding the reagents dispose of them according to local
regulations
6.Attend to the normal precautions required for handling all laboratory
reagents.
7.All human material should be considered as potentially infectious. All
products derived from human blood are prepared exclusively from the blood
of donors tested individually and shown to be free from HBsAg and antibodies
to HCV and HIV, The testing methods applied were FDA-approved or cleared
in compliance with European Directive 98/79/EC, Annex II, List A. However,
as no testing with absolute certainly, the material should be treated just
as carefully as patient specimen.
8.Do not use CK-MB Calibrator over the expiration date/stability period.
9.Use clean and dry micropipette tips and glassware to dispense CK-MB
Calibrator.


